
 

Project Profile: Apex Tower Car Park 

Project: Apex Tower Car Park Refurbishment 

Client: New Malden, Surrey 

 
The project: Apex Tower is a 110,000 sq. foot office block occupied by a high-profile plc with 

approximately 300 staff based at this particular location. The site has the benefit of the 

adjoining multi-storey carpark, utilised by its workforce. The car park had no previous deck 

waterproofing and had suffered with water ingress for many years. APA Concrete Repairs Ltd 

were invited to work alongside the Client’s 

Consulting Engineer to assist with potential 

solutions and to provide exploratory 

investigation and testing works to enable a 

suitable deck joint support detail to be 

designed, as well as advise on further repair 

and protection measures. 

Having completed the Early 

Contractor Involvement process and 

provided the Client with several costed 

options, APA Concrete Repairs Ltd 

were awarded the car park 

refurbishment works as Principal 

Contractor. 

The solution: The Client had opted for a programme of refurbishment which included steel 

plate strengthening to deck joints, concrete repairs, fairing coats, anti-carbonation coatings, 

preparation and application of waterproof car park deck membranes, joint re-sealing, 

additional drainage installations, and other associated works. APA Concrete Repairs Ltd 

carried out all works on site with their own multi-

skilled, trained and fully certified in-house 

resources, thereby negating the problems often 

encountered using sub-contract labour. A traffic 

management system was designed to enable the 

car park to remain in use by the building 

occupants throughout the works. 



 

 

The outcome: The Apex Tower Car Park was successfully refurbished, and APA provided the 

Client with a high-quality anti-slip waterproof deck system (complete with a 10-year warranty), 

providing a sealed top deck and ensuring enhanced protection from water borne chlorides.   

 

 

 

Materials Utilised:  

• Weber.cem HB30 Repair Mortar 

• Weber 5 Star Repair Concrete 

• Weber Pyrapatch 

• Weber.cem FC Fairing Coat 

• Weber.cote EC Elastomeric Anti-

Carbonation Coating 

• Tremco Rapide High Build Car Park 

Deck Membrane (10-year system) 

 

For further enquires please contact:  

E-mail: sales@apaconcreterepairs.co.uk 

Tel: 01422 379640 

 

E-mail: info@apaconcreterepairs.co.uk                  Web: www.apaconcreterepairs.co.uk   

 

 

 

 

           

Northern Office 

APA House 

171 Huddersfield Road 

Bradford 

West Yorkshire 

BD12 0TQ 

Telephone: 01422 379 640 

Southern Office 

Nicholson House 

41 Thames Street 

Weybridge 

London 

KT13 8JG 

Telephone: 0208 853 0627 
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